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LOADING DOCK WALL

—SHALL BE PLACED ON A FOOTING & FOUNDATION

~GRADE SHALL BE 1' ABOVE PAVEMENT

—EQLARD QIALL BE CENTERED ONE FOOT FROM END OF WALL
SHALL BE ONE FOOT IN WMOTH

-PLACE 44 REBAR 2 FEET ON CENTER EACH WAY,

GENERAL LANDSCAPING NOTES FOR ALL SHEETS

@ALL CONTRACTORS WSHING TO SUBMIT BIDS FOR THIS LANDSCAPING PROJECT SHALL BE
RESPONSIBLE FOR FIELD VERIFYING ALL CONDITIONS.

D PROTECT THE IMPROVENENTS ON SITE AND ON THE ADJOINING PROPERTIES.  PROVIDE
BARRICADES, COVERINGS OR OTHER TYPE OF PROTECTION AS NECESSARY TO PREVENT
DAMAGE AND TO SAFEGUARD AGAINST INJURY TO EXISTING UTILITIES.

@ DAMAGE THAT OCCURS TO PLANTS DURING TRANS’MYA"M AND INSTALLATION WLL BE
THE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR.

ALL PLANTING BEDS SHALL BE INSTALLED WITH 3" OF 2° CRUSHED ROCK MULCH,
LANDSCAPE FABRIC WITH A MINIMUM WEIGHT OF 4 OZ./SY, AND WHEREVER NECESSARY,
6" COMMERCIAL GRADE BLACK PLASTIC EDGING TO CONTAIN THE PLANTING BED.

3> ALL LANDSCAPE PLANTINGS ARE T0 BE WATERED BY THE LANDSCAPE CONTRACTOR THE
SAME DAY THAT THE PLANTING OCCURS. IF WATER IS NOT AVAILABLE AT THE BUILDING,
THE LANDSCAPE CONTRACTOR SHALL PROVIDE ALTERNATIVE METHODS FOR WATERING.

SOLITARY TREES DO NOT NEED TO BE EDGED AROUND, HOWEVER ORGANIC WOOD MULCH
SHALL BE PLACED AROUND THE TREE IN A MUTTLE RING THAT CONFORMS TO THE DETAIL
PROVIDED FOR TREE PLANTINGS.

(D CONTRACTOR SHALL PROVIDE WRITTEN WARRANTIES CONFIRMING THE FOLLOWING:

FURNISHED TREES GUARANTEED TO LIVE AND REMAIN STRONG, VIGOROUS, AND
HEALTHY CONDITION FOR 365 DAYS MINIMUM FROM DATE LANDSCAPE INSTALLATION
IS ACCEPTED AS COMPLETED.

G TOR SHALL BE E FOR WATERING AND CARING FOR ALL
PLANT MATERIAL, AND OTHER LANDSCAPING IMPROVEMENTS UNTIL THE DATE OF FINAL
INSPECTION AND APPROVAL.

PAVEMENT

ON SITE EXTERIOR COVCRETE MATERIALS AND CONSTRUCTION WATERIALS SHALL
CONFORM 10 CITY OF BISMARCK SPECIFICATIONS EXCEPT AS MODIFIED HEREIN. AR
CONTENT SHALL BE 5% T0 7X SmENGm AT 28 DAYS SHALL BE 4500 PSI.

5" CONCRETE WITH FIBERMESH AND 6° CLASS V BASE.

ISOLATION JOINTS WILL BE REQUIRED ALONG THE BUILDING, STOOPS AND ALL FIXED
ITEMS. LEAVE JOINT %° LOW AND SEAL. ISOLATION JOINTS SHALL BE SEALED USING A
ONE PART POLYURETHANE TYPE SEALANT.

(P9 CONSTRUCTION JOINTS WILL BE PLACED TO COINGDE WITH CONTRACTION JOINT
SPACING. CONSTRUCTION JOINT FOR UNREINFORCED CONCRETE SHALL HAVE A MINIMUM
1%° DIAMETER HALF ROUND KEYWAY OR APPROVED EQUAL. CONSTRUCTION JOINTS FOR
REINFORCED CONCRETE SHALL BE 1/2° X 12° DOWELS AT 12 O/C.

SUBGRADE PREPARATION UNDER AREAS TO BE PAVED SHALL BE 6" THICK AND SHALL
COMPLY WMITH CITY OF BISMARCK SPECIFICATIONS EXCEPT DENSITY SHALL BE 95% OF
ASTM D 698.

SIGNAGE & PAVEMENT STRIPING

(B30 ALL NON-ADA STRIPING SHALL BE 4" WIDE NON REFLECTORIZED PAINT MEETING THE
REQUIREMENTS OF AASHTO M28 APPLIED AT A RATE OF 110 SOUARE FEET PER
GALLON. COLOR SHALL BE YELLOW. TYPICAL FOR ALL STRIPING UNLES OTHERWSE
NOTED.

ADA STRIPING FOR LANES AND SYMBOLS SHALL BE BLUE PAINT MEETING THE
REQUIREMENT OF AASHTO M28 APPLIED AT A RATE OF 110 SOUARE FEET PER GALLON.
PAINT FACE AND TOP OF CURB (6" WIDE) IN FRONT OF ALL HANDICAP STALLS.

PROVIDE AND INSTALL ADA SIGNS.

FENCING
@ INSTALL 6' OPAQUE VINYL FENCE FOR TRASH ENCLOSURE

2° SURFACE. / A

21/2° BASE

D

BACKFLL AROUND

PLANT WTH TOPSOL
OR POTTING MiX IF
sPeECAED.

SET ROOTBALL ON
UNDISTURBED SOL.

2 X BALL

1 CALLON OR LARGER PERENNIAL OR SHAUB

SHRUB/PERENNIAL PLANTING DETAIL

TYPICAL FOR ALL SHRUBS AND PERENNIALS

PROPOSED PLANT PALETTE
SYM. COMMON NAME SCIENTIFIC NAME SIZE ONTY.
E LL |UTTLE LEAF LINDEN Ouercus morcocorpa 1-1/2" Col. 4
3
g’l AK | ALPINE CURRANT Ribes alpinum 2 Gollon 80
2
]
EXISTING PLANT PALETTE
SYM. COMMON NAME SIZE
w | AT |ASH TREE 8°-16" Cal.
W
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& #
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2" x 27 PAINTID STEEL OR.
PRESSURE TREATED QOUBLE STRAKD £12 CA. WRE
WIRE ADJUST TENSION BY
TWSTING WRE. Aunvsuu[
MOVEMENT OF TRUNK. 2-1
ROBSER HOSE OF EGUALENT
IREE STRAP.

SET CROWN OF ROOTBALL AT
= BURLAP

SET ROOTBALL ON
y UNDISTURBED SOL OR
=X TAUP SUBGRADE

: : PREVENT SETILING.
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LESS THAN 3° CAUPER
TREE PLANTING DETAIL
TYPICAL FOR ALL DECIDUOUS, SINGLE—TRUNK, TREES NTS
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